Application Note #70, 8/14/2002

One can easily acquire text data files with instruNet World on a W n95/ NT/ Mac
conputer, transfer themto a Macintosh, and then | oad the data into Super Scope
Il via the follow ng steps.

1) Record with instruNet World Ver >= 1.27 on a Wn95/ NT/ Mac cpu.

a) In the Setup dialog, set NOO-F SCANS to 1, set DIG TI ZE I NTO
To Ram Buffer, set FILE TYPE to Text.

b) Press the START button to record.

c) When finished digitizing, press the SAVE button to save the
waves to disk. They will be saved in text fornmat, one
file per wave, in one folder.

2) Transfer the files to a Macintosh via a network or a fl oppy.
The PC text format is sinmlar to Macintosh text, and is
readabl e by Super Scope |1

a) Network: Mcrosoft Network and Apple Share can share the
sane eathernet cable and share hard di sks via COPSTALK
sof tware (www. copstal k. com

b) Floppy: A floppy formatted for 1.4mb on a PC, or a floppy
formatted to be "PC Conpatible" on Macintosh is conpati bl
with both conmputers

e

3) In SuperScope Il, load the text files into waves, one file
per wave
a) In SuperScope Il, select New under Wave to create a wave

(e.g. W), and press Assist to create a Display and
pl ace the wave I nto the display).

b) Sel ect New Dat api pe under Fil e/ Datapipe to create a dp,
press the FOLDER button, and navigate to the folder
containing the Wn 95/ NT waves you w sh to | oad.

c) Select New Task to create a task, add a Datapipe instruction
to "Show Dat api pe's folder dialog", add a Disk I/0O
instruction to Load data into the wave that you created,
press the FILE button, select the datapipe in the | ower
right corner, and then select the wave you want to | oad
(e.g."Chl _Vin.txt").

d) Add a Cal cul ate Wave instruction, and set up "W = Shift W,
-61" to renove the 61 point header.

e) Label your task "Load", press Assist to close the task
di al og and create a button that runs this task.

f) Select Save under File to save your SS2 instrunment.

g) Press the Load button that you just created, navigate to
your Wn 95/Nt data, and press OKto load it in.
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